
 

KV2-Series 
Vapor Degreaser with Ultrasonic & Cooling System 

Features 

 Original BLT type transducer 
 SUS 304 stainless steel tank 
 Adaptable for continuous operation 
 Adjustable LED thermocontroller 
 Build-in cooling system 
  Build-in water separator 
 User friendly operation 
 Custom made is available 
 etc 

 

View Detail 

   

 

Model:   KV-2004R KV-2006R KV-2012R KV-2018R KV-2024R 

 

  

U/S TANK'S WORKING DIMENSION (mm) 

L1 200 230 305 355 460 

W1 280 280 405 405 405 

H1 180 250 305 405 460 

  

VAPOR TANK'S WORKING DIMENSION (mm) 

L2 200 230 305 355 460 

W2 280 280 405 405 405 

H2 180 250 305 405 160 

  

OVERALL DIMENSION (mm) 

L3 1072 1130 1350 1500 1760 

W3 640 640 805 805 805 

H3 920 1000 1060 1160 1220 

  

TANK'S TOTAL CAPACITY 20L 32L 75L 116L 171L 

  

TANK'S MATERIAL SUS 304 



  

HOUSING'S MATERIAL SUS 304 

  

ULTRASONIC FREQUENCY* 28kHz / 40kHz 

  

ULTRASONIC TRANSDUCER 4 6 12 18 24 

  

ULTRASONIC OUTPUT POWER (MAX.) 200W 300W 600W 900W 1200W 

  

HEATING POWER SUPPLY @1kW @1.5kW @1.5kW @3kW @4.5kW 

  

COOLING SYSTEM POWER 1/2 H.P. 3/4 H.P. 1 H.P. 1.5 H.P. 2 H.P. 

  

RECIRCULATING FILTRATION SYSTEM -- S 

  

SPRAY GUN CLEANING SYSTEM -- S 

  

POWER REQUIREMENT 
AC 220V, 1, 

20AMP AC 380V, 3 + N, 15AMP AC 380V, 3 + 
N, 20AMP 

  

Note: Special requirements（Size,Material,Frequency）can be made according to client’s requirement, and OEM 
is welcome if the quantity is large. 

 

 


