ToxiRAE Pro CO2 Personal Monitors for Carbon Dioxide

The ToxiRAE Pro CO2 is the world’s first wireless personal carbon dioxide gas monitor. Boasting the continuous datalogging capability that comes
standard, the ToxiRAE Pro CO2 enables measurement of carbon dioxide in ppm.

fﬁ AutoRAE

ToxiRAE Pro CO2 comes with: Wireless Compatibl
* ToxiRAE Pro CO2 monitor with sensor and wireless option as specified,
rechargeable battery, alligator clip, and protective rubber boot installed

+ Charging and PC communication cradle

* PC communication cable

+ AC adapter (100 to 240 V, 50/60 Hz AC to 12 V DC)

« Calibration adapter

* Quick Start Guide

+ CD with documentation

+ CD with ProRAE Studio Il Instrument Configuration and data management software
« Calibration and test certificate

» Warranty/registration card

Available Instrument Configurations

ToxiRAE Pro CO2 Monitor (PGM-1850) PART NUMBER LIST PRICE

G02-0008-000
G02-0009-000
G02-0007-000 ,

NDIR Sensor (200 - 50,000ppm, 100ppm res.) / Datalogging / Wireless (868 MHz)
NDIR Sensor (200 - 50,000ppm, 100ppm res.) / Datalogging / Wireless (900 MHz)

NDIR CO2 Sensor
Datalogging
Wireless
Rechargeable
Rubber boot

NDIR Sensor (200 - 50,000ppm, 100ppm res.) / Datalogging / Non-Wireless
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