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Product General Purpose Digital Thermometer 

Type  K, J, T, E, N, R/S thermocouples 

Measurement 
Range 

J-type: -210 to 1200°C 
K-type: -200 to 1372°C 
T-type: -250 to 400°C 

E-type: -150 to 1000°C 
N-type: -200 to 1300°C 
R/S-type: 0 to 1767°C 

 Accuracy ± 1%  +0.6° C  

Resolution  1°C or 0.1°C 

Reading rate  1 second 

 Connection Mini Plug 

Battery Standard 1.5V AAA x 3 

Part Number  GM1312 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Handheld digital thermometer, with dual type K, J, T, E, N, 

R/S thermocouple inputs. 

The GM1312 is an easy-to-use handheld digital 

thermometer for use with type K, J, T, E, N & R/S 

thermocouples using miniature thermocouple connectors. 

The dual line display shows temperatures from -50 to 

1300°C with each input on its own line.  Differential 

measurement can be displayed along with minimum, 

maximum and average temperatures. 

 

 

• Supports multiple thermocouple types (K,J,T,E,N,R/S) 

• Large 3 ½ digit LCD display 

• Dual input  

• 2 temperature modes: ° C &° F  

• Minimum/Maximum/Average 

• Differential temperature measurement 

• Hold function 

• Auto power off 
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For more information visit: 
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