
Ideal for security applications in turbines, hydroelectric and thermoelectric generators.

Configurable Password

Configurable TRIP alarm in burn-out.

Configurable Trip for 02 relays.

Immune to electromagnetic noise.

Many optionals are available:

Output modules: up to 05 modules, such as:

-01 x Analog (4-20 mA; 1-5 Vdc; 0-10 Vdc) + 

up to 04 relays (2 x SPST + 2 x SPDT);

- Front aspersion-proof panel.

Universal standard input for RTD, 0-500 mV, 4-20 mA, 1-5 Vdc and 0-10 Vdc.

4 1/2 display of high visibility for indication.

Robust construction in order to withstand the harshest conditions of industrial use.

Extruded aluminum metal case.

Power supply of 75-264 Vac, 50/60 Hz or 100 to 360 Vdc, 24 Vac/dc and 12 Vdc, 

as ordered.

High level of accuracy. Linearization for RTD.

Fully programmable from the front panel. Configuration stored in non-volatile memory.
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Output 1 - Alarm
0 - None
4 - SPST Relay
5 - Open Collector Voltage
6 - Solid State Relay

Output 2 - Alarm
Same code as Output 1

Output 3 - Alarm or TRIP
0 - None
1 - SPDT Relay
2 - Open Collector Voltage
3 - Solid State Relay

Output 4 - Alarm or TRIP
Same code as Output 3

Power Supply
1 - 75 to 264 Vac 50/60 Hz or 100 to 360 Vdc (any polarity)
2 - 24 Vac or 24 Vdc (+/-10 %)
3 - 12 Vdc (+/- 10 %)
4 - Others, under consult

Retransmitter Output
0 - None
X - Retransmission

Case Protection Grade
0 - General usage, protected place 
1 - Front-aspersion-proof
2 - Weather-proof - IP 66
3 - Explosion-proof (BR-EX d IIB T6 IP 65), horizontal display *

Aplication
E - Energy

Specifications
Input

One configurable input for thermocouples (J, K, T, 
E, R, S under ITS-90, RTD Pt-100 under DIN 43760. 
4-20 mA, 1-5 Vdc, 0-10 Vdc and 0-500 mV.

Outputs
Up to 05 modules:
One Analog Retransmitter (4-20 mA; 1-5 Vdc; 
0-10 Vdc) + up to 04 relays (2 SPST + 2 SPDT), 
3 A/220 Vac. Logic signal, open collector transistor, 
24 Vdc/40 mA. Solid State Relay, 2A/250 Vac with 
isolation.

Indication
4 ½ digits red leds display.

Configuration
By front-panel pushbuttons.

Sampling Rate
64 ms standard. One second display update rate.

Accuracy
± 0.1 % of full scale for RTD, mA, mV and Vdc inputs.
± 0.3 % of full scale for analog retansmitter output.

Linearization
± 0.1 °C for RTD.

Square root extration
± 0.5 % of reading, for input above 10 % of span. 
 0 to 5 % of programmable Cut-off.

Stability in Ambient Temperature
± 0.005% of span per ° C using 25 °C as reference 
temperature.

Power Supply
75 to 264 Vac universal 50/60 Hz or 100 to 
360 Vdc (10 W nominal); 24 Vac/dc (±10 %); 
12 Vdc (±10 %) or other optional values.

Operating ambient
0 to 50 °C temperature and 90 % maximum relative
humidity

Dimensions
1/8 DIN (48 x 96 x 187 mm) HxWxD, 
(45 x 92 mm) HxW panel cutout.

Weight
0.5 kg approx.

Warranty
One year.

DMY-2030-Light-5S

Model

E

* Explosion-proof box:
     Dimensions
     310 x 310 x 200 mm (H x W x D)
     Weight
     11 kg approx.

Order Code




