
Model
commu
nication

AWG2
-010

AWG2
-030

AWG3
-030

AWG3
-060

AWG3
-085

AWG3
-135

AWG4
-135

AWG4
-200

AWG4
-340

AWG6
-500

AWG6
-850

Min. Resolution

Max. 
Operation 

Range（N.m）

0.01 0.1

10N.m

7.37ft.b

88.50in.lb

101.97

kgf.cm

30N.m

22.12ft.lb

265.5in.lb

305.91

kgf.cm

30N.m

22.12ft.lb

265.5in.lb

305.91

kgf.cm

60N.m

44.25ft.lb

531.04in.lb

611.82

kgf.cm

85N.m

62.69ft.lb

752.31in.lb

866.75

kgf.cm

135N.m

99.57ft.lb

1195in.lb

1376.61

kgf.cm

135N.m

99.57ft.lb

1195in.lb

1376.61

kgf.cm

200N.m

147.5ft.lb

1770in.lb

2039.43

kgf.cm

340N.m

250ft.lb

3009in.lb

3467.03

kgf.cm

500N.m

368.7ft.lb

4424in.lb

5098.58

kgf.cm

850N.m

626.8ft.lb

7521in.lb

8667.58

kgf.cm

Square Drive(inches) 1/4 3/8 1/2 3/4

Measured Torque 
Range(N.m)

Length 390 420 535 655

0.5~10 1.5~30 1.5~30 2~60
4.25
~85

6.75
~135

6.75
~135

10~
200

17~
340

25~
500

42.5
~850

Accuracy
Clockwise：±2%

counterclockwise：±2.5%

Clockwise：±2.5%
counter

clockwise：±3.5%

100Data storage capacity

Operation mode Peak hold mode（P）/Real-time mode（T）

Number of ratchet gear

Ratchet head type

4836

Double-side ratchet head

Unit

Button

N.m、in.lb、ft.lb、kgf.cm

5

Battery AA battery × 2       1.5V （AA battery）

-20℃~70℃Storage temperature

humidity No condensation to 90%

Operation temperature -10℃~60℃

Drop test height

Vibration test condition

1 meter

10G

Life time test 10000 times

Digital torque wrench is different from general torque 
wrench,it has strong operation function including 
torque sett ing,t ime sett ing ,mode sett ing ,data 
storage,data clear,data output and user calibration 
funct ion. I t is easy to operate, i t reduce the 
requirements for the operator by install the digital 
d isp lay. I t is widely used for the automot ive 
industry,machinery industry,such as bolt fastening 
and control.

·Accuracy +/-2（range 20~100%）
·Clockwise and counterclockwise both operated
·Peak hold and real-time mode
·Buzzer and LED indication（reach preset torque value）
·Four units（ft-lb、in-lb、N-m、kgf.cm）
·100 records can be stored
· Communication function 

AWG2
-010R

AWG2
-030R

AWG3
-030R

AWG3
-060R

AWG3
-085R

AWG3
-135R

AWG4
-135R

AWG4
-200R

AWG4
-340R

AWG6
-500R

AWG6
-850R

AWG Torque Wrench

Product Description

Features

Technical parametrs
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Torque screwdriver tester is a intelligent multi-function measuring instrument 
which is specialized in testing and checking all kinds of torque screwdriver.It is 
mainly used for testing and adjusting all kinds of torque screwdrivers ,all products 
involving tests of tightening force,parts torsion destructive force tests,etc.It has 
characteristic of easy operation,high precision ,full function and so on .It is widely 
used in various electrical,l ight industry,machinery manufacturing,scientif ic 
research and other industries.

ANQH Torque Driver Tester

Product Description

ANQH-2

2N.m

0.2kgf.cm

0.45Lbf.in

0.0001

ANQH-10

10N.m

1 kgf.cm

2.2 Lbf.in

0.001

Model

Max. Range

Min. Resolution

Acuracy

Unit

Data Storage

Power

Working Temperature

Working Temperature

Working Environment

Dimension（mm）

Weight（kg）

Technical parametrs

±1%

N.m/Kgf.cm/Lbf.in

100

Output：AC 110-240V   Output：DC 12V

5℃~35℃

-10℃~60℃

No source and corrosive media around

220*234*225

14.5

Measuring 
range/ 

division value 

AYQJ-2

2.000/0.001

20.40/0.01

17.70/0.01

AYQJ-5

5.000/0.001

51.00/0.01

44.25/0.01

AYQJ-10

10.00/0.01

102.0/0.1

88.5/0.1

AYQJ-20

20.00/0.01

204.0/0.1

177.0/0.1

N.m

Kgf.cm

Ibf.in

Precision

Peak Sampling Frequency

Power

Charging Time

1920HZ

7.2V  1.2V×6   Ni-MH Battery

4~6 hours

Model

Battery life

Size

Net Weight

≧300 times

260*300*620mm

32KG

Charger Input：AC 100-240V 50-60HZ    Output：DC  12V  1000mA

Technical parametrs

±1％

Torque screwdriver tester is a intelligent multi-function measuring instrument 
which is specialized in testing and checking all kinds of torque screwdriver.It is 
mainly used for testing and adjusting all kinds of torque screwdrivers,all products 
involving tests of tightening force,parts torsion destructive force tests,etc.It has 
characteristic of easy operation,high precision ,full function and so on .It is widely 
used in various electrical,light industry,machinery manufacturing,scientific 
research and other industries.

·Three units can be switched into each other for optional
    (N·m, kgf·cm, Ibf·in)
·Three modes :Real-time, Peak, Auto-peak can be switched.
·The USB interface can be connected to PC to make synchronous tests 
    to show force diagram,and also can record and store the result. 

Product Description

Characteristic

AYQJ Torque Screwdriver Tester
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