
FW-200 Series has an  ABS plastic housing that offers durability and 
cleanliness, well suited for wash down applications and easily operate 
anywhere, at any time.

• Large stainless steel pan.

• Easy to clean ABS plastic housing

FW-200 SERIES 
Waterproof(Basic) SCALE

Large stainless steel pan Rechargeable battery 
operation

Convienent maintenance
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Model FW-200 Series

Capacity(kg) 1.2 3 6 15 30

Readability(g) 0.1 1 2 5 10

Exteranl Resolution 1/12,000 1/3,000 1/3,000 1/3,000 1/3,000

Display Digit 5digit (Weight)

Display Type LED

Operating Temperature 0°C ~ +40°C

Power AC Adaptor 12v/800mA or internal Rechargeable 
sealed lead acid battery 6v/5Ah

Battery life 40hrs continuous use with 12 hours 
recharge time

Platter Size (mm) 300(W) x 220(D)

Dimensions (mm) 295(W) x 310(D) x 115(H)

Product weight (kg) 3.8

TECHNICAL DATA

FEATURES
• Washable(Dust & Waterproof)
• Large stainless steel pan
• Clear and highly legible LED display
• Auto power off
• Low battery Indication
• Recharge battery operation

APPLICATION

LINE UP

▲SW-1W ▲SW-1WR ▲FW-300

When the scale has a problem of PCB, 
it is easily repaired.

The FW-200 is protected from water, 
dirt and other external agents.

 Convienent maintenance Dust & waterproof display

   FW-200

▲Meat packing plant ▲Fish market ▲Grain market

Specifications


