
JFM�Engineering

We�are�a�specialized�manufacturer�of�various�standard�testing�equipments�
and�we�produce�and�supply�all�testing�equipments�by�KS,�ISO,�UL,�ASTM,�CSA,�
VDE,�IEC�etc
We�are�custom-made�to�customize�for�user's�convenience.�
We�have�produced�and�supplied�high-quality�products�that�meet�the�needs�
of�various�customers�based�on�our�abundant�experience�in�quality�control�
and�design�technology.
In�the�future,�we�value�our�customers'�needs�and�evaluations�the�most,�and�
we�will�do�our�best�to�be�a�company�that�can�play�a�leading�role�in�the�21st�
century�reliability�tester�field�and�strive�to�meet�customer's�needs.

Company�History

2011 Establishment�of�JFM�Engneering

2014 SHKim�has�been�inaugurated�to�CEO

2015 Moved�the�Company�from�Samjeong-dong�to�Wonmi-dong

Registered�patent�(Compression�test�device�for�electric�car�
charging�connector,�Hydrate�dewatering�device)

�Acquisition�of�direct�production�confirmation�certificate
�(Temp&Humidity�System,�UTM,�etc..)

�Selected�as�a�Venture�company

�Obtained�CE�certification

2016 Acquisition�of�direct�production�confirmation�certificate�
(Walk-in�Chamber,�Temp&Humidity�Chamber,�etc..)
Acquired�ISO�9001�:�2008�/�KS�QISO�9001�:�2009
Recognition�of�affiliated�research�institute

2017 Inno-Biz�acquisition
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Water�Spray�Chamber Temp.�&�Humidity�Chamber

Inner Size(WxDxH)mm

Inner Material

Outer Material

Turn Table

Nozzle

Motor

Pump

Type

Applicable Standard

1,000 x 1,000 x 1,000

SUS 304

SUS 304 or SS 41 Pika Painting

SUS 304 Lathe Processing

AC or SUS 304

AC Geared Motor

Stainless Pump Motor

Room Type or Chamber Type

IEC 60529(IPX 1, 2, 3, 4, 4K, 5, 6, 6K, 7, 8, 9K) ISO20653
KS R 0015(R1, R2, S1, S2), Mil STD-810G

* In addition to existing products, it can be manufactured according to product specifiactions and custom specifications.

A. Environmental Reliability Testing Equipment

Capacity

Temp. Range

Temp. Uniformity

Humidity Range

Humdity Uniformity

Inner Material

Outer Material

Option

Safety Device

125 300 1,000

-70℃(-40℃) ~ +200℃(+150℃)

±1.0℃

30 ~ 98%

±3.0%

SUS 304

SS 41 Pike Painting or SUS 304

Low Temperature/Low Humidity(20℃/20%)

Earth Leakage Breaker, Over Heater Protect Controller
High & Low Pressure Switch Breaker, Blower Motor Over Load Breaker
Alarm for the Trouble Buzzer, Protection Fuse

* In addition to existing products, it can be manufactured according to product specifiactions and custom specifications.



03.�Walk-In�Chamber

A. Environmental Reliability Testing Equipment

04.�Thermal�Shock�Chamber

Capacity

Temp. Range

Temp. Uniformity

Humidity Range

Humdity Uniformity

Inner Material

Outer Material

Insulation

Safety Device

Refrigeration System

* In addition to existing products, it can be manufactured according to product specifiactions and custom specifications.

* In addition to existing products, it can be manufactured according to product specifiactions and custom specifications.

Type

Basket Size(WxDxH)mm

Temp. Range
Hot Zone

Cold Zone

Heating Rate / Cooling Rate

Material

Applicable Standard

Safety Device

Inner

Outer

Within 5min (-60℃ ~ 200℃, +200℃ ~ 60℃)




