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Alarm setting: After long pressing the SET button, enter the setting interface.Click 
the SET button to select the alarm time. After setting the alarm time well,then confirm 
switches the ON or OFF option. Short press the SNZ button to select OK, long press 
the SNZ button to save such setting. 

Screen saver settings: long press the SET button to enter the settings interface.Click 
the SET button to select the screen saver settings, set the screen saver mode.then 
short press the SNZ button to select OK. Then long press the SNZ button to save 
such setting. 
Snooze Mode : when the alarm clock rings, press SZN button to ring again after ten 
minutes. 
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Air Quality Standard PM2.5 Air Quality Rating Range 

Formaldehyde Air Quality PM2.5(ug/m3) 

Less than 0.100:safety range Level Average Standard Value 

0.101-0.200:Light pollution Excellent 0~35 

0.201-0.300:Moderate pollution Good 35~75 

0.301 or more:heavy pollution 
Light pollution 75~115 

TVOC 
115~150 Less than 0.600: safety range Moderate pollution 

Achieve 0.601 or more: Exceeding the 
Heavy pollution 150~250 standard can cause respiratory system 

Abnormal, inflamed, cancerous, etc. Severely pollution more than 250

Chapter Six Precautions 

1 , This instrument is a precision instrument. When use it please avoid to contact 
with alcohols, perfumes and other alcohols.HS.co. so.fumes and other gases , 
or will affect the accuracy of testing. 

2, Please keep the living room, bedroom other indoor rooms closed 12 hours befare 
you detect the air, l t  will he more responsive to real pollution levels. Please 

1¡ select the average value from different detect points,then the datas can be more ,
accurate. 

3, The instrument adopts sampling mode through the free circulation and diffusion 
of air, and the air quality is different when the different time it enters the detector. 
So it is normal that the values go up and down for the same detection point. 

4, Do not blow or block the sensor detection port of instrument. This will interfere 
with the normal operation of the instrument. 

5, The instrument is a precision instrument ,please do not disassemble the housing 
and interna! devices by yourself. 
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