
 

 

Electronic ASTM D3512 Random Tumble Pilling Tester with1200rpm Rotating 

Speed 

 

 

  



  

 

 Product Details: 

 Place of Origin: China 

 Brand Name: YUYANG 

 Certification: ASTM D3512 DIN 53867 JIS L1076 

 Model Number: YY840 

 Payment & Shipping Terms: 

 Minimum Order Quantity: 1 set 

 Price: Negotiation 

 Packaging Details: Plywood Box 

 Delivery Time: 5-10 work days 

 Payment Terms: T/T L/C Western Union 

 Supply Ability: 10 sets per month 

 Share to： 

Product Details 

Electronic ASTM D3512 Random Tumble Pilling Tester with1200rpm 

Rotating Speed 

  

Description: 

  

  

  



To determine the pilling and fuzzing characteristics of textile fabrics. Stainless steel 

impellers rotate within individually lit aluminum chambers constantly tumbling test 

fabrics against cork liners for a pre-determined time controlled by a timer and audible 

alarm. Compressed air is also injected into the chamber to assist in the tumbling action. 

With 2 or 4 test chambers. Laboratory standard compressed air supply required. 

  

  

Technical Parameter: 

  

Rotating speed 1200rpm 

Size of Testing 

Cylinder 
Diameter146mm, Depth:152mm 

Sample Dimension 105mmx105mm 

Dimensions 
400x390x515mm (LxWxH) 

420x55x570mm(LxWxH) 

Weight 31kg, 65kg 

Standards ASTM D3512, DIN 53867, JIS L1076 

  

  

Accessories: 

  

Wood liner wall(50pcs per bag), cotton sliver 9m, Standard control card(5pcs per set), 

power line 1pcs 

Optional purchase consumables: Air pump 

  



 

 


