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Model HS-50A HS-120A HS-30D HS-100D HS-30T HS-100T HT-50AX HT-120AX HT-50DX HT-120DX HT-50T HT-120T

Max. stirring 
capacity (H 2O)

10 l �������O 10 l �������O 10 l �������O 40 l �������O 40 l �������O 40 l �������O

Max. viscosity 
(mPas)

������������ ������������ ������������ ������������ ������������ ������������ �������������� �������������� �������������� �������������� �������������� ��������������

Motor rating 
(input / output)

�������������:
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�����������������:
�����������K�S��

�������������:
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�����������������:
�����������K�S��

�������������:
�������������K�S��

�����������������:
�����������K�S��

�������������:
�������������K�S��

�����������������:
�����������K�S��

�������������:
�������������K�S��

�����������������:
�����������K�S��

�������������:
�������������K�S��

�����������������:
�����������K�S��

Max. torque 
(Ncm) at chuck

85 145 85 145 85 145 300 500 300 500 300 500

Max. impeller 
diameter

8 mm 10 mm

Speed range 
(rpm)

�������������������������U�S�P �����������������������U�S�P

Motor rating �'�L�U�H�F�W���G�U�L�Y�H�Q���P�R�W�R�U �����������������U�D�W�L�R�����Z�R�U�P���J�H�D�U�H�G���P�R�W�R�U

Controller Analog phase Jog-Shuttle
Jog-Shutlle
�Y�L�D���U�H�P�R�W�H

Analog phase Jog-Shuttle
Jog-Shutlle
�Y�L�D���U�H�P�R�W�H

Display - �'�L�J�L�W�D�O���/�&�'�����I�R�U���W�L�P�H�U�����U�S�P���D�Q�G���S�R�Z�H�U��- �'�L�J�L�W�D�O���/�&�'�����I�R�U���W�L�P�H�U�����U�S�P���D�Q�G���S�R�Z�H�U��

Operation envi-
ronment

�7�H�P�S�H�U�D�W�X�U�H���U�D�Q�J�H�����������������ƒ�&�����P�D�[�L�P�D�O���K�X�P�L�G�L�W�\����������

Safety
mechanism

�R�Y�H�U�K�H�D�W���S�U�R�W�H�F�W�L�R�Q �R�Y�H�U�K�H�D�W���D�Q�G���R�Y�H�U�O�R�D�G���S�U�R�W�H�F�W�L�R�Q �R�Y�H�U�K�H�D�W���S�U�R�W�H�F�W�L�R�Q �R�Y�H�U�K�H�D�W���D�Q�G���R�Y�H�U�O�R�D�G���S�U�R�W�H�F�W�L�R�Q

Dimensions 
(WxDxH mm)

�����[�������[������ �����[�������[������ �����[�������[������ �����[�������[������ �����[�������[������ �����[�������[������ �������[�������[�� ���� �������[�������[������

Weight (kg) 4.5 5.3 4.5 5.3 ���������������
 �������������������
 3.5 4 3.5 4 �������������������
 ���������������


Others

�V�P�R�R�W�K���V�W�D�U�W���D�Q�G���F�K�D�Q�J�H���R�I���V�W�L�U�U�L�Q�J���V�S�H�H�G���Z�K�L�O�H���R�S�H�U�D�W�L�R�Q
�L�P�S�H�O�O�H�U���K�H�L�J�K�W���D�G�M�X�V�W�D�E�O�H

�F�K�U�R�P�H���S�O�D�W�H�G���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���F�K�X�F�N��
�&�(���F�H�U�W�L�¿�H�G���D�Q�G���X�Q�L�T�X�H���V�H�U�L�D�O���Q�X�P�E�H�U���I�R�U���W�U�D�F�L�Q�J

�V�P�R�R�W�K���V�W�D�U�W���D�Q�G���F�K�D�Q�J�H���R�I���V�W�L�U�U�L�Q�J���V�S�H�H�G���Z�K�L�O�H���R�S�H�U�D�W�L�R�Q
�V�W�R�U�D�J�H���I�X�Q�F�W�L�R�Q���I�R�U���W�L�P�H�U���D�Q�G���V�S�H�H�G

�L�P�S�H�O�O�H�U���K�H�L�J�K�W���D�G�M�X�V�W�D�E�O�H
�F�K�U�R�P�H���S�O�D�W�H�G���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���F�K�X�F�N

�&�(���F�H�U�W�L�¿�H�G���D�Q�G���X�Q�L�T�X�H���V�H�U�L�D�O���Q�X�P�E�H�U���I�R�U���W�U�D�F�L�Q�J

Power supply �$�&���������9���R�U���$�&���������9

�
���Z�H�L�J�K�W���R�I���U�H�P�R�W�H���F�R�Q�W�U�R�O�O�H�U

Material Viscosity (mPas) Recommended overhead stirrer
Water 1

HS-30D
HS-50A
HS-30T

HS-100D
HS-120A
HS-100T

HT-50DX
HT-50AX
HT-50T

HT-120DX
HT-120AX
HT-120T

Milk 3
Soyabean oil ������
Varnish 500
�/�D�F�T�X�H�U ����������
Honey ����������
�6�W�D�Q�G�D�U�G���Y�L�V�F�R�V�L�W�\������������
�6�W�D�Q�G�D�U�G���Y�L�V�F�R�V�L�W�\������������
�.�H�W�F�K�X�S ������������
�6�W�D�Q�G�D�U�G���Y�L�V�F�R�V�L�W�\������������
�0�X�V�W�D�U�G ������������
Corn syrup ��������������
�6�W�D�Q�G�D�U�G���Y�L�V�F�R�V�L�W�\��������������
�3�H�D�Q�X�W���E�X�W�W�H�U ��������������
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powerful DC motor for various stirring applications (direct-driven or worm-geared)

high-speed or high-torque versions available

digital feedback controller

steady and constant stirring speed

chrome-plated stainless steel chuck to prevent corrosion

�D�Q�W�L���W�U�H�P�E�O�L�Q�J���V�\�V�W�H�P�������W�K�H���L�P�S�H�O�O�H�U���L�V���¿�[�H�G���D�W���W�Z�R���S�R�L�Q�W�V���Z�L�W�K�L�Q���W�K�H���E�R�G�\���D�Q�G���F�K�X�F�N

adjustable impeller position (height)

motor overload and overheat protection for highest safety and long lifetime

available as set with impeller, plate stand and clamp

many different impellers and plate stands available (see page 122 & 123)

High-speed (HS models) High-torque (HT models)

�7�K�H���G�L�U�H�F�W���G�U�L�Y�H�Q���P�R�W�R�U���H�Q�V�X�U�H�V��
�K�L�J�K���V�S�H�H�G���D�W���D�O�O���U�H�F�R�P�P�H�Q�G�H�G��
�Y�L�V�F�R�V�L�W�L�H�V�����V�H�H���S�U�H�Y�L�R�X�V���S�D�J�H����

�7�K�H�� �Z�R�U�P���J�H�D�U�H�G�� �P�R�W�R�U�� �H�Q-
�V�X�U�H�V�� �K�L�J�K���W�R�U�T�X�H�� �D�W�� �D�O�O�� �U�H�F�R�P-
�P�H�Q�G�H�G�� �Y�L�V�F�R�V�L�W�L�H�V�� ���V�H�H�� �S�U�H�Y�L-
�R�X�V���S�D�J�H����

�7�K�H���L�P�S�H�O�O�H�U���L�V���¿�[�H�G���D�W���W�Z�R���S�R�L�Q�W�V���Z�L�W�K�L�Q���W�K�H���E�R�G�\��
to ensure smooth operation without trembling.

Anti-rust chuck - chrome-plated stainless steel
�7�K�H���D�Q�W�L���U�X�V�W���F�K�X�F�N���L�V���F�K�U�R�P�H���S�O�D�W�H�G���W�R���S�U�H�Y�H�Q�W���I�U�R�P���F�R�U�U�R-
�V�L�R�Q���E�\���G�U�R�S�S�L�Q�J���R�U���V�P�R�N�L�Q�J���O�L�T�X�L�G�V����

�7�K�H���F�K�X�F�N���D�O�V�R���¿�[�H�V���W�K�H���L�P�S�H�O�O�H�U���Z�L�W�K�L�Q���W�K�H���E�R�G�\���D�Q�G���D�O�O�R�Z�V��
smooth operation without trembling.



116 �Z�Z�Z���Z�L�W�H�J���G�H���_���/�D�E�R�U�D�W�R�U�\���L�Q�V�W�U�X�P�H�Q�W�V

�2�Y�H�U�K�H�D�G���V�W�L�U�U�H�U���_���K�L�J�K���V�S�H�H�G
�G�L�J�L�W�D�O�����X�S���W�R�������������������O�L�W�H�U�������������������������������������P�3�D�V�����������������������������U�S�P

Model HS-30D HS-100D

Design h�L�J�K���V�S�H�H�G

Controller-type �G�L�J�L�W�D�O�����L�Q�W�H�J�U�D�W�H�G�����-�R�J���6�K�X�W�W�O�H

Stirring capacity (H 2O) �P�D�[�����������O �P�D�[�����������O

Max. viscosity (mPas) ���������������P�3�D�V ���������������P�3�D�V

Max. torque (N cm) at chuck �������1���F�P ���������1���F�P

Max. impeller shaft �‘��8 mm

Speed range �������������������������U�S�P

Timer & alarm �����K�U�������P�L�Q�����Z�L�W�K���F�R�Q�W�L�Q�X�R�X�V���U�X�Q�������H�U�U�R�U���V�W�D�W�X�V���D�Q�G���W�L�P�H�U���H�Q�G

Controller �G�L�J�L�W�D�O���)�H�H�G�E�D�F�N���&�R�Q�W�U�R�O�O�H�U���Z�L�W�K���-�R�J���6�K�X�W�W�O�H�����7�X�U�Q���3�X�V�K��

Display �G�L�J�L�W�D�O���/�&�'���Z�L�W�K���E�D�F�N�O�L�J�K�W���I�X�Q�F�W�L�R�Q

Permissible temperature & RH % ambient���W�H�P�S�H�U�D�W�X�U�H�������a�������ƒ�&�������������5�+

Safety device o�Y�H�U�K�H�D�W���	���R�Y�H�U�O�R�D�G���S�U�R�W�H�F�W�L�R�Q

Dimension & weight �����[�������[�K���������P�P�������������N�J �����[�������[�K���������P�P�������������N�J

Packaging size �������[�������[�K���������P�P���������N�J �������[�������[�K���������P�P���������N�J

Material �$�%�6���	���$�O�X�P�L�Q�L�X�P

Power supply �����3�K�D�V�H���$�&���������9�����������+�]���R�U���$�&���������9�����������������+�]

Order number 230V Unit: DH.WOS01015 | Set: DH.WOS01016 Unit: DH.WOS01025 | Set: DH.WOS01026

Order number 120V Unit: DH.WOS02015 | Set: DH.WOS02016 Unit: DH.WOS02025 | Set: DH.WOS02026

HS-D high-speed digital

�6�H�W���L�Q�F�O�X�G�H�V��Unit
Impeller
Clamp
�3�O�D�W�H���V�W�D�Q�G

HS-D
�+�6�������'�����3�/�������������E�O�D�G�H�G���‘�������P�P�����+�6���������'�����3�/�������������E�O�D�G�H�G���‘�������P�P
�&�/������
�+�6�������'�����6�7�������������[�������F�P�����+�6���������'�����6�7�������������[�������F�P�$�F�F�H�V�V�R�U�L�H�V�����,�P�S�H�O�O�H�U�V���D�Q�G���S�O�D�W�H���V�W�D�Q�G�V���R�Q���S�D�J�H�����������	��������

HS-100D Set

Ideal for: 
�‡���D�O�O���P�L�[�L�Q�J���D�S�S�O�L�F�D�W�L�R�Q�V���L�Q���W�K�H���O�D�E�R�U�D�W�R�U�\
�‡���V�S�H�F�L�D�O�L�]�H�G���I�R�U���O�R�Z�����W�R���P�H�G�L�X�P���Y�L�V�F�R�V�L�W�\���P�D�W�H�U�L�D�O�V

Features:
�‡���P�D�[�L�P�D�O�������������������O�L�W�H�U
�‡���������������������������U�S�P
�‡���P�D�[�L�P�D�O���Y�L�V�F�R�V�L�W�\�����������������������������������P�3�D�V
�‡���G�L�U�H�F�W���G�U�L�Y�H�Q���P�R�W�R�U
�‡���G�L�J�L�W�D�O���/�&�'���G�L�V�S�O�D�\
�‡���V�P�R�R�W�K���V�W�D�U�W���D�Q�G���F�K�D�Q�J�H���R�I���V�W�L�U�U�L�Q�J���V�S�H�H�G���Z�K�L�O�H���R�S�H�U�D�W�L�R�Q
�‡���V�W�R�U�D�J�H���I�X�Q�F�W�L�R�Q���I�R�U���W�L�P�H�U���D�Q�G���V�S�H�H�G
�‡���L�P�S�H�O�O�H�U���K�H�L�J�K�W���D�G�M�X�V�W�D�E�O�H
�‡���F�K�U�R�P�H���S�O�D�W�H�G���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���F�K�X�F�N
�‡���&�(�� �F�H�U�W�L�¿�H�G���D�Q�G���X�Q�L�T�X�H���V�H�U�L�D�O���Q�X�P�E�H�U���I�R�U���W�U�D�F�L�Q�J

Safety mechanism:
�‡���W�L�P�H�U�� �����K�� �����P�L�Q�� �Z�L�W�K�� �W�L�P�H�U���H�Q�G�� �V�L�J�Q�D�O
�‡��error status
�‡���O�R�F�N�L�Q�J�� �P�R�G�H
�‡���R�Y�H�U�O�R�D�G���S�U�R�W�H�F�W�L�R�Q
�‡���R�Y�H�U�K�H�D�W���S�U�R�W�H�F�W�L�R�Q
�‡��operation LEDs

Controller:
�‡��Jog-Shuttle ���F�R�Q�W�U�R�O�O�H�U���Z�L�W�K���W�R�X�F�K���E�X�W�W�R�Q

200-3,000 rpm
���������������P�3�D�V
���������������P�3�D�V


