
 

Laboratory Drying Oven GT-D10 

 

Application: 

Provided for desiccation, torrefaction, wax-melting and sterilization in mining 
enterprises, laboratories and scientific research institutes. 
  

Standards: 

Perspiration:     GB/ T 3922,  AATCC 15, ISO105-E04, JIS L 0848 

Sea Water: GB/ T5714, ISO105-E02, AATCC107 

Water:   GB/ T5713, ISO105 E01, AATCC106  



Saliva:     GB/ T 18886 
 

Dimensions 

 

 

Key Specifications 
  

Model GT-D10-30L GT-D10-80L GT-D10-136L GT-D10-220L GT-D10-420L GT-D10-620L 

Interior Dimensions 340*320*320mm 450*400*450mm 550*450*550mm 600*500*750mm 640×585×1355 840×600×1355 

Chamber Volume 30L 80L 136L 220L 420L 620L 

Temperature 
Range 

RT+10℃~250℃ 

Display Resolution 0.1℃ 

Temperature 
Stability 

±1℃ 

Ambient 
Temperature 

+5~40℃ 

Power 
Consumption 

850W 1100W 1550W 2050W 3100W 4000W 

Timing Range 1~9999min 

Exterior 
Dimension(L×W×H) 

620*530*490mm 740*618*630mm 840*670*730mm 880*720*930mm 780×730×1780 980×800×1880 

Power Supply 1∮AC 220V 50/60HZ 

Standard accessories 
2pcs Shelves   

1pc Power line 

 


